EFFECTIVE JUNE 1, 1956 


PRODUCTS 


TRADE-IN PLAN 


A NEW DIAMOND-U 
TIRE INFLATOR 


DIAMOND-U GUARANTEED 










MODEL 90 ” 










EY 
Sa 


MODEL “90-DC” 






WITH THE 
GAUGE REPLACEMENT UNIT 
$6 85 ALL WEATHER CAP 
° VALVE REPLACEMENT UNIT 
pace with ==9RUBBER SLEEVE 


_- Sat FIX IT YOURSELF 


REGULAR LIST 
PRICE $8.35 

















WITH THE 


GAUGE REPLACEMENT UNIT 
$ ALL WEATHER CAP 
8.9] VALVE REPLACEMENT UNIT 
ce wits RUBBER SLEEVE 


— FIX IT YOURSELF 


REGULAR LIST 
PRICE $11.13 







MODEL “100” 










MODEL 100-DC ” 








FULLY ENCLOSED WITH . 
GAUGE REPLACEMENT UNITS 
ALL WEATHER CAPS 
VALVE REPLACEMENT UNIT 
RUBBER BUMPER 


$13.43 ‘FIX IT YOURSELF 


PRICE WITH REGULAR LIST 
TRADE-IN PRICE $16.53 





FULLY ENCLOSED WITH 
GAUGE REPLACEMENT UNITS 


ALL WEATHER CAPS 
VALVE REPLACEMENT UNIT 


RUBBER BUMPER 


$1.17 FIX IT YOURSELF 


PRICE WITH REGULAR LIST 
TRADE-IN PRICE $13.75 


WITH 
ANY MAKE AUTOMATIC TIRE INFLATOR COMPLETE WITH HOSE AND CHUCK 
| See Your Jobber 
IF NOT AVAILABLE AT YOUR JOBBER — ORDER DIRECT 









DIAMOND-U PRODUCTS, SOUTH GATE, CALIFORNIA, U. S. A. 


EES Ry Se EN Soe Re THIS TRADE-IN PLAN REVOCABLE AT ANY TIME WITHOUT NOTICE FORM 327 














EFFECTIVE: JUNE 1, 1956 


LONG FLEXIBLE SPOUT. OIL PROOF MATERIAL, NO DRIP BUILT-IN 
FEATURE, FULL FLOW, POSITIVE CONTROL BIBB FOR THAT RED-HOT 
RADIATOR CAP—HIT IT—KNOCE IT LOOSE... 


THIS BIBB CAN TAKE IT — ON WELLS AND REELS. 


BRASS VALVE SEAT — NEOPRENE VALVE 
THE STANDARD THROUGHOUT SERVICE STATIONS 


Standard 3/,” female garden hose thread. 





RADIATOR BIBB “200” 


IMITATED .. . BUT 
NOT DUPLICATED 


THE ORIGINAL LONG SPOUT, NON-DRIP, SMOOTH FLOW, POSITIVE 
CONTROL ALL PURPOSE BIBB. 


BRASS VALVE SEAT — NEOPRENE VALVE 


THE STANDARD THROUGHOUT SERVICE STATIONS AND 
WHEREVER AIR AND WATER WELLS AND REELS ARE USED 


Standard 3/4," female garden hose thread. 





RADIATOR 
$2.60 


saeznma vw—- OO EZ Oo 


DIAMOND-U PRODUCTS, SOUTH GATE, CALIFORNIA, U. S. A. 
Ask Any User — There’s One Near You! 


Printed in U.S.A. 


LONG NEOPRENE SPOUT, OIL AND WEATHER RE- 
SISTANT—NON-DRIP, SMOOTH FLOW. POSITIVE CON- 
TROL BIBB. 14” HOSE CONNECTION. USED ON AIR 
AND WATER WELLS AND REELS. THE SAME BIBB 
CAN BE FURNISHED WITH STANDARD 34,” FEMALE 
GARDEN HOSE CONNECTION —SPECIFIED AS 
DIAMOND-U RADIATOR BIBB “200-R.” 








RADIATOR BI6B e211” 





LONG FLEXIBLE SPOUT, OIL PROOF MATERIAL, NO DRIP BUILT-IN 
FEATURE, FULL . POSITIVE CONTROL = FOR THAT RED-HOT 
RADIATOR CAP—HIT IT—KNOCK IT LOOSE . 


' THIS BIBB CAN TAKE IT — ON WELLS AND REELS. 
BRASS VALVE SEAT — NEOPRENE VALVE 


~_—F 


THE STANDARD THROUGHOUT SERVICE STATIONS 


Standard 1/4" female pipe thread connection. 


RADIATOR BIBB “210” 


(AAITATED .. . BUT 
NOT DUPLICATED 


—E ORIGINAL LONG SPOUT. NON-DRIP, SMOOTH FLOW, POSITIVE 
CONTROL ALL PURPOSE BIBB. 


BRASS VALVE SEAT — NEOPRENE VALVE 


THE STANDARD THROUGHOUT SERVICE STATIONS AND 
WHEREVER AIR AND WATER WELLS AND REELS ARE USED 


Standard !/4"" female pipe thread connection. 





IBB**200-R” 
AND 
on "910- R” 


mar weFrweTumoaem um & 
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DIAMOND-U 


RADIATOR BIBB “211” 


211-13 211-4] 


(CONSISTING OF (2) 211-11, (2) 211014, 211-10, 211-43) 





RADIATOR BIBB “201” 










ey 24 20 | zits» Jae metllll 
211-43 211-1) 211-11 2118 Ajay t 
911-6 211-25 
211-15 211-16 


PARTS LIST 





201-15 201-16 201-47 


PARTS LIST List Price 










201-3 Handle . Handle .. 
201-4A Handle Bolt — Handle Bolt 

201-4B Handle Nut Handle Nut 

‘201-6 Inlet Valve . Inlet Valve . 
201-7 Packing Nut Packin | Nut 
201-8 Valve Pi ; Valve 


i 
SRERBRBE 8 y 


Ee ee 
Ferrule (2) . - 

Hose Stem (2) . 
Valve Spring ‘ 
Valve Setsining Nut . 
Inlet Screen _—. 
Packing ‘‘O”’ Ring 
Nozzle 


Outlet Hose Assembly Complete 7 


ee eee 
201-11 Ferrule (2) . . 
201-14 Hose Stem (2) . 
201-15 Valve Spring : 
201-16 Valve Retaining Nut . 
201-25 Inlet Screen : ; 
201-41 Packing ““O”’ Ring 
201-43 Nozzle ; , ne 
201-47 Hose Washer ; 
201-13 Outlet Hose Assembly Completes ‘ 


(Consist of 201-42-43) 


SaRseks 


vost 


BRERSERESRERREBE 





(Consist of 211-42-43), 





200-15 
200.16 


PARTS LIST 


Handle 
Screw (2) , 
Inlet Valve . 
Packing Nut 
Valve Pin 
Valve Spring ‘ 
Valve Retaining Nut . 
Inlet Screen : 
Packing **O”’ Ring 
out A as a 
ozzle. 
Hose Washer 


Handle .. 
Screw (2). 
Inlet Valve . 
Packin | Nut 
Valve a oe 
Valve Spring ; 
Valve Retaining Nut . 


28IRSERERRBR 
SIRSZRERBBR 





PARTS FOR “210-R” AND “200-R” CARRY SAME NUMBER AS THOSE ABOVE — 
EXCEPT —THE NEOPRENE SPOUT—THIS IS EITHER “210-42R” OR “200-42R.” 


210-42R . «© oy a syn, ded 200-42R . ... . - 1.90 
CHROME PRICES QUOTED ON REQUEST 


EFFECTIVE JUNE 1, 1956 


DIAMOND; 


BLOW GUN “212” 


THE DIAMOND-U BLOW GUN “212” HAS LONG BEEN THE FAVORITE IN 
INDUSTRY AND IN THE AUTOMOTIVE FIELD. POSITIVE CONTROL IS ONE 
OF THE FINE FEATURES OF THIS BLOW GUN. THE OPERATOR CAN APPLY 
THE SOFTEST PUFF OF AIR OR A FULL BLAST OF AIRLINE PRESSURE. 


USED THROUGHOUT: 
SERVICE STATIONS 
GARAGES 
MACHINE SHOPS 
FOUNDRIES 
FACTORIES 
PERFECTLY BALANCED—LONG SLIM SPOUT—BRASS NOZZLE — 


PERMITS MORE EFFICIENT APPLICATION OF AIR TO MANY 
DIFFERENT KINDS OF WORK. 


14” FEMALE PIPE THREAD. 





BLOW & SPRAY GUN “212/230” 


(Syphon Type) 


THE COMBINATION OF BLOW GUN “212” AND SPRAY ATTACHMENT “230” 
IS A GENERAL UTILITY SPRAY GUN FOR GASOLINE. KEROSENE AND 
WATER. OR ANY OTHER NON-CONGEALING LIQUID. 


@ USED FOR SPRAY-CLEANING 


. MOTORS 
, MOTOR PARTS 
, BRAKE PARTS, ETC. 


@ USED FOR SPRAYING 
, RUBBER MOULDS 
, DIE CASTING MOULDS 
PLASTIC MOULDS 
METAL PRESERVATIVE COATINGS, ETC. 





@ HOSE CONNECTIONS (AIR AND SUCTION) ARE BOTH 14,” FEMALE 
LP, THREADS. 


BLOW GUN “220” 
$1.94 


DAAA 
v8% 





A HUSKY, RUGGED, STREAMLINED BLOW GUN THAT FITS THE HAND 
PERFECTLY. MADE FOR EASY HANDLING, LONG LIFE AND EFFICIENT 
SERVICE. 





USED THROUGHOUT: 


SERVICE STATIONS 
GARAGES 
MACHINE SHOPS 
FOUNDRIES 

STEEL MILLS 
FACTORIES 







Se A a ed 





BALANCED—BUTTON TYPE—BRASS NOZZLED BLOW GUN THAT CAN 
REALLY TAKE IT. 






@ (4” FEMALE PIPE THREAD. 









BOOSTER SPRAY ATTACHMENT 


230” PLAIN : 
$1.45 








THIS UNIT MAY BE USED EITHER WITH BLOW GUN “212” 
OR WITH BLOW GUN “'220." 
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DIAMOND-U 





BLOW GUN “220” 






212-15 
212-16 







PARTS LIST 








Handle . 34 Port Opening Valve —, 

212-4 Screw (2) .08 Inlet Valve 
212-6 Inlet Valve . 22 Valve Pin 
212-7 Packing Nut .22 Valve Spring... 
212-8 Valve Pin. 3A Port Opening Washer 
212-15 Valve Spring . 22 Inlet Screen 
212-16 Valve Retaining Nut ; 53 Nozzle (Brass) [ 
212-25 Inlet Screen .... .08 Valve Seat Support 
212-41 Packing *‘O’’ =e 22 Washer .. 
212-42 Spout ; 65 

Nozzle (Brass) 44 







Handle _, 













ae | Oe tes. Oe Ow Fo ow oe 
Bele ee ee ae es, pee, ee 8) me ow. Mp 
Sia-t. SOUT 5) Sle ae Gy fs GY eS ws we 2 
RR a 
ee 
212-16 Valve Retaining Nut. .......... = «3S9 
212-25 Inlet Screen OT Cae et a er ee | 
212-41 Packing *‘O”’ Pae Nhs wa wed ar de lal Sh Se 
212-42 Spout : , ee, ee) Se 
230-43 Nozzle (Brass) es - >) «OSS errr. cera 
230-49 Vacuum Nozzle. < Pines. TeeGe ok Soe 
230 Spray Attachment Only . : : 





CHROME PRICES QUOTED ON REQUEST 


DIAMOND-U -——— CONSISTENT —— DEPENDABLE 


DIAMOND 





TOEELUek | 





UTILITY DOUBLE CHUCK °’’400” Double Chuck °'402" 
$3.03 $3.51 

It will inflate, deflate, remove the inside valve Swiveled with fittsngs for ANY Tire In- 

cap and core. Makes any single chuck available flator ‘“‘Whip End Hose.” To be used with 

for servicing dual tires. TIRE INFLATORS ONLY. 


DAMON SUGAR Ls 





Deuble Chuck 404" Closed Double Chuck ‘406° 
$2.78 $2.78 
44” I.P.T. Can be used on ANY Tire In- 4” 1.P.T. A Closed End Double Chuck for direct 
flator that has 44” I.P.T. male fitting on use on air lines ONLY. Not to be used with Tire 
“‘Whip End Hose. To be used with TIRE Inflators. Uses Diamond-U “Easy Seal” 100-W 
INFLATORS ONLY. Chuck Washers. 


EFFECTIVE JUNE 1, 1956 





Hose & Double Chuck Hose & Chuck 
#90-13DC "* &°°101-13DC ** & "*303-13DC"" "90-13 °° & "101-13 "' & ** 303-13" 
&''100-13DC ""& "%¥%-24-13DC” & 100-13 °° & “%-24-13" 

$5.81 $2.42 
Swivel with brass fittings. Will replace 4" I.P.T. Swiveled Will replace ANY Tire 
“Whip End Hose” on ANY Tire Inflator Inflator that has 4” I.P.T. connections. 
that has 44” I.P.T. connections. Also has “3-24” thread connection. 
Also’ ihas “3-24” thread connection. To be used on TIRE INFLATORS ONLY. 


To be used on TIRE INFLATORS ONLY. 


RIGID -DC 


¢ 1T SWIVELS 


I6 INCHES OF RIGID PUSH-PULL ACTION 


ONE HAND OPERATION 
DIAMOND-U PRODUCTS, SOUTH GATE, CALIFORNIA, U. S. A. 


PRINTED IN U.S.A. Ask Any User — There’s One Near You Form 332 
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DIAMOND-U 


UTILITY DOUBLE CHUCK ‘’400" Deuble Chuck “402” 


400-W 


Washer (2) 


Nut (2) 
Washer (2) 
Washer (2) . Chuck Nut (2) 


Chuck Nut (2) : ; 
Chuck Pin (2) : Chuck Pin (2) 


PARTS LIST iit Price PARTS LIST 


Washer (2) Washer (2) 


Washer (2) 


Washer (2) : 
Chuck Nut (2) : ee veg 


Chuck Pin (2) 


fo REESE aoe 


(/T SWIVELS 
I6 INCHES OF RIGID PUSH-PULL ACTION 


rere PARTS LIST 


402R-6 
402R-W 

402R-17 , Chuck Nut (2) 
402R-20 Chuck Pin (2) 





CHROME PRICES QUOTED ON REQUEST 
Uses Diamond-U “‘Easy Seal” 100-W Chuck Washers. 


DIAMOND-U CONSISTENT 








DEPENDABLE 





SLA 


MASTER GAUGE PERFORMANCE 
NO FRICTION 


1955 


L 


“' GAUGE 


WITH REPLACEABLE GAUGE UNIT 


LIGHT- HANDY- DEPENDABLE 


Consistent Pressures Assured 


EFFECTIVE JUNE 


List price 
DIRECT ALSO MADE 
RE §=©“1001" “1001-Dc" WITH 
PRESSURE DOUBLE 
AT CHUCK 
valve 94.95 $6.40 FOR 
STEM TRUCKS 


GAUGE MUST BE SENT TO FACTORY FOR INSTALLATION OF 
GAUGE REPLACEMENT UNIT. 
GAUGE REPLACEMENT UNIT -- PRICE EA. $2.09 


| This i4 Another DIAMOND-U oduct 


DIAMOND-U PRODUCTS, SOUTH GATE, CALIFORNIA, U. S. A. 
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EFFECTIVE JUNE 1, 1956 


wil. 





ERE (TIS 


BY 
DIAMOND-U 


; 6990”’ 


TRU-KUT even VALVE LAPPER AND GRINDER 
THE QUALITY TOOL 


THOUSANDS IN USE — ALL OVER THE WORLD 


JUST PLUG IT IN YOUR AIR LINE AND YOUR COMPRESSOR EASILY DOES THE REST 


LIST PRICE 
$26.86 


anierdonureel FOR MORE DETAILS—SEE REVERSE SIDE FORM 336 
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DIAMOND-U 





THE TRU-KUT GRINDER OPERATES FROM 
ANY STANDARD AIR LINE PRESSURE. 


FLUSH AIR LINE SO AS TO BE FREE OF 
WATER AND DIRT. 


THIS TOOL IS LUBRICATED AT THE FAC- 
TORY —TO LUBRICATE AFTER VALVE 
JOBS, USE A FINE POWDERED GRAPHITE 
LUBRICANT—REMOVE AIR HOSE AND AP- 
PLY LUBRICANT TO AIR INLET OF TOOL. 


THE TRU-KUT IS GUARANTEED FOR A 
PERIOD OF 90 DAYS AGAINST DEFECTIVE 
MATERIAL AND WORKMANSHIP. SHOULD 
ANY TROUBLE DEVELOP IN THAT PERIOD 
DIAMOND-U PRODUCTS WILL SERVICE 
IT FREE OF CHARGE—THE USER PAYING 
TRANSPORTATION AND INSURANCE 
CHARGES BOTH WAYS. ALL REPAIRS 
MUST BE MADE AT THE FACTORY—UN- 
LESS OTHERWISE SPECIFIED. 





THE NEW TRU-KUT GOES TO THE TRADE Th, Ee Oe one 6 
WITH THE SHORT OSCILLATOR AS- Mie aan ee 
SEMBLY ONLY —IF AN EXTENSION IS 

i 


God civiacteirdickoneiuan dale ne . 
N —USE ADAPT NO. 13. a to te one CN ee ee 
eo eee ne DREN 6 vce aoe eo eal - 
| i ee Pe eee ee ee er ae oe 
CHROME PRICES QUOTED ON REQUEST 12 RUBBER CUP... | 7 
| 2 


COLLETS 25 EACH 


4” 





COMPLETE SET $8.47 
DIAMOND-U —— CONSISTENT ~~ DEPENDABLE 


DIAMOND; 


ONE AIR HOSE 
FOR ALL air operATeED UNITS 






x 














BLOW GUNS 
PAT. PENDING 


TIRE INFLATORS 


AIR COUPLER 


BALL-TITE—SWIVEL TYPE 
BODIES --- $1.57 


PLUGS --- 48 


PLUGS FURNISHED IN: 


Ya” 1.P.T. MALE — 1%” I.P.T. FEMALE 
Ye” 1.P.T. MALE — Ye” 1.P.T. FEMALE 


FOR SPECIAL PLUGS SEE REVERSE SIDE 


EFFECTIVE JUNE 1, 1956 


SPRAY GUNS 


LUBRICATORS, 

CAR ROCKERS 

AND ALL TYPES OF 
GREASING EQUIPMENT 


INSTANT connection or disconnection is made by a light pull on the sleeve of this finely made 
leak-proof DIAMOND-U air coupler. The body incorporates a check valve which automatically 
and positively shuts off the air when the plug is disconnected. One BODY per main line serves 
any air operated device equipped with a PLUG. BODIES are made of brass; the PLUGS are 
made of steel, case-hardened and plated. Will not nick or rust. Made for long, hard service. 





DIAMOND-U PRODUCTS, SOUTH GATE, CALIFORNIA, U. S. A. 
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DIAMOND-U 


Diamond-U Air Couplers 
BALL-TITE SWIVEL TYPE 


Specify Type of Bodies and Plugs 


Order by List Price Order by List Price 

this No. Each Weight ~— this No. | Each Weight 
ISMB, 1,7 Miele Body:...-.00 eo $1.57 31/2 oz. 18V.P. 5/16-32 Valve Plug............... $ .48 1/2 oz. 
18F.B. 1/4” Female Body.................... 1.57 3 oz. 18B.P. Barbed Plug for 1/4” 1D.Hose -73 1/2 oz. 
18M.P. 14” Male Plug....................----- A8 %, oz. 19B.P. Barbed Plug for %”1.D.Hose 73 1/2 oz. 
I8F.P. 14” Female Plug.....................- 48 %, o7. 17M.P. 1/9” Male Plug.........-.-------------- 48 %, oz. 
18R.P. .482” Retreader’s Plug.......... 48 2 oz. 17F.P. 1%” Female Plug.................----- 48 4/2 oz. 


Note:—All No. 17. No. 18 and No. 19 Plugs fit No. 18 Bodies. Plugs are made of steel—case hardened—plated. 


WASHER REPLACEMENTS: Use Diamond-U Air Coupler Washer No. 18-W, similar to 
Schrader Chuck Washer No. 2866. 


DIAMOND-U AIR COUPLERS MAKE EVERY AIR HOSE 
AND AIR LINE INSTANTLY AVAILABLE FOR MULTIPLE USE 












@ SERVICE STATIONS | @ TIRE REBUILDERS _ @ GARAGES 
THROUGHOUT INDUSTRY WHEREVER AIR OPERATED UNITS ARE USED 
18-6118°5 “iow ig.¢° 18-16 FB 
BALL RETAINER acta | | *8-15 | 
Sf w/o 








MALE PLUG FEMALE PLUG BARBED PLUG 
18 M.P. 14” Male Plug 18 F.P. 14” Female Plug *18R.P. .482” Retread Plug 18 B.P. ‘Barbed Plug for 14,” 1.D. Hose 
17 M.P. 1” Male Plug 17 F.P. 1” Female Plug *18 V.P. 5/16”-32 Valve Plug 19 B.P. Barbed Plug for 3/.” I.D. Hose 


Vulcanizers are using Plug *No. 18-R.P. (.482” female thread) on retreader air bags and curing tubes, and Plug *No. 18-V.P. 
(5/16-32 thread) for retreaders who use inner tubes instead of air bags. Instant inflating and deflating without delay. 


PARTS LIST fa 
Order by | List Price Order by List Price 
thie No. Each this No. Each 
18-5 Steel Balls (3)............c..cc0ss-. $.05 | 18-68 Sleeve Spring. .........--..-c.-cseecceeesseeeee $.10 
18-6 Ts a eee 22 TO99:, Whee Bie es erect iendepacceer<- 67 
18-15 Valve Spring... -cecececesseseeeeee 10 a a ee 43 
18-16 F.B. Female Conn. End...................... 55 18-81 Retainer Spring. ........:2ccc:.d.ssccsecseeseeoee- .08 
18-16 M.B. Male Conn. End.......................... 61 18-W Coupler Washer........................:0.+ 08 

CHROME PRICES QUOTED ON REQUEST j he: 


DIAMOND-U -—— CONSISTENT —— DEPENDABLE 







PRESSURE RANGE 
15 To 90 Lbs. 





ACTUAL 
SIZE 





WITH THE 


ALL WEATHER CAP 
RUBBER SLEEVE 


PRINTED IN U.S.A. FOR MORE DETAILS—SEE REVERSE SIDE 


DIAMOND-U 





“90” TIRE INFLATOR 


-90-40 






ne 





90-13 Siivel Chuck and Hose Complete # ef ‘fia tt : 
90-12 Swivel Chuck Complete 90-10 90-11 90-14 ‘ ip . w*.. : 
90-10 90-11 90-20 90-19 2OW 90-21 S 90-16 90-15 ‘90-24 


PARTS LIST 








List Price 

ea. 

90-2 Port Opening Valve Assembly .97 

90-6 Inlet Valve .............2220..:...s..000- 22 

SE io | EST a: 2a 

Oo A4 NO. 90-40 

DE Feel (2) = nccnsiercsencsssinccteceeisnsxee 12 

O04 Tisse Glem ccc. AA GAUGE REPLACEMENT UNIT 
90-15 Valve Spring ......................----- 12 . . ———a— *~ 
90-16 Valve Retaining Nut ............... 36 

90-19 Swivel Hose Stem End ............ 58 

90-20 Swivel Nut ............................... 29 

90-21 Swivel Chuck End .................... 1.09 

90-22 Port Opening Washer ............. 36 

eS CRONE accesses, nse-..---.2-- ae 10 

90-24 Gasket ne, 10 Each 
CE ee .08 : : 
100-W Chuck Washer ............-.....------- 08 List Price oe [tee "Se age <s. “@ $2.30 
200-W Swivel Washer .......................... .08 
N’ PAPEEPENEIR ..........-ncoceocescoecssoesens 22 
P RN ss cca ccsscatecuceste 22 

90-12 Swivel Chuck complete, Con- NO. 90-2 

oN‘ amir —§ VALVE REPLACEMENT UNIT 
90-12A Swivel Chuck, Consists of = 
90-21, lOOW, N & P .................... 1.60 : ' 





90-13 Swivel Chuck and Hose com- 
plete, Consists of 90-(10, 11, 
14, 19, 20, 21, N, P, 100W, 


IY cccccisn snes g eg a ennnnnorane 2.42 
90-2 Includes 90-22 Port Opening Washer 
Each 
°°402”" DOUBLE CHUCK List Price ° o ° ° ° ° 97 
PARTS List Price CHROME PRICES QUOTED ON REQUEST 
ea. 
MENS = WERRWO cacsscessecctsesecscsescesaverscse 14 
eee Oe «=| Wearmbier (2) scscccsccccccoscsecscsesctee .08 
AO2-17 Nut (2) oon cenecseacccvncevncsecneeeenseee .19 CONSISTENT —— DEPENDABLE 

402-19 Swivel Stem .............................- 58 


402-20 Swivel Nut ...............................- 29 





EFFECTIVE JUNE 1, 1956 





DIA MOND 


d 





/ 







90° RIGID _ 


List Price 


a STRAIGHT 
RIGID STD. 


WHEN ORDERING, SPECIFY CHUCK WANTED. 
~ DESIGNED FOR JET PLANES AND OTHER HIGH PRESSURE AIRCRAFT INFLATION. 


A RANGE OF 50 T0 300 POUNDS CALIBRATION 
WITH THE 


GAUGE REPLACEMENT UNIT VALVE REPLACEMENT UNIT 
ALL WEATHER CAP RUBBER SLEEVE 


FIX IT YOURSELF 


DIAMOND-U PRODUCTS, SOUTH GATE, CALIFORNIA, U. S. A. 
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90J-40 







90J-10 90J-11 90J-14 


PARTS LIST 


List Price 
| ea. 
90J-2 Port Opening Valve Assembly  .37 
90J-6 Inlet Valve ...................~-..--0.-. 55 
90J-8 $ Valve Pin .................----0---ccssse-- 22 
Oo I IE Ea On. te a 44 
Guess Ferule (2) o...-..................... 14 
90)-14 Hose Stem ..................--...---00--- 44 
90J-15 Valve Spring ......................-..-- 12 
90J-16 Valve Retaining Nut ............... 36 
90J-19 Swivel Hose Stem End ............ 58 
S$0J-20 Swivel Nut ...................--ccc--sc--+ 29 
90J-21 Swivel Chuck End .................... 1.09 
90J-21 Rigid Straight Chuck End .... 1.09 
90J-21 Rigid 90° Chuck End ................ 1.08 
90J-22 Port Opening Washer ............ 36 
os ER 2 2) ee aa. 10 
00724 “Gasket 00s x. al 
Og SE ee con a et ee 08 
100-W Chuck Washer ........................ .08 
200-W Swivel Washer ........................ 08 
N Co ge nee ae Serco nee 22 
P Chwek Pia }..1225.3l 6. 22 
90J-12 Swivel Chuck complete, con- 
sists of 90J-(19, 20, 21, 200W 
DY pls: eh Piciakracissoncpactinusicaceerens 2.04 
90J-12A Swivel Chuck, consists of 
90J-21, 100W. N, P., ..........-..--- 1.60 
90J-12A Rigid Straight Chuck consists 
of 90J- (21, 100W, N, P,) .~....... 1.60 
90J-12A Rigid 90° Chuck consists 
of 90J- (21, 10OW, N, P, ) .......- 1.60 
90J-13 Swivel Chuck and Hose com- 
plete, consists of 90J- (10, 11, 
14, 19, 20, 21. N. P, 100W. 
a a? aaa ee re 2.42 
90J-13 Rigid Straight Chuck & Hose 
complete, consists of 90J- (10, 
11, 14, 21, N, P, 100W) ~........... 2.42 
90J-13 Rigid 90° Chuck and Hose 


complete, consists of 90J- (10, 
V1, YS, Zt, Ite Fe LOUW } .....--.->- 2.42 


DIAMOND-U 


“"g90)” TIRE INFLATOR 


90J-6 








90J-13 Swivel Chuck and Hose Complete 
90J-12 Swivel Chuck Complete 


Fe 90J-23 
is : 90J-10  90J-11 90J-20 90J-19 


\ 


N 
200W 90J-21 







90J-25 
90J-24 










90)-16  90J-15 


90J-21-RIGID -STD. 90J-21-90°- RIGID 


NO. 905-40 
GAUGE REPLACEMENT UNIT 





List Price ° e © ° 2 ° 


NO. 90J-2 
VALVE REPLACEMENT UNIT 





90J-2 Includes 90J-22 Port Opening Washer 


Each 
97 


CHROME PRICES QUOTED ON REQUEST 


List Price ° . . e © ry 


CONSISTENT ——— DEPENDABLE 


DIAMOND 












NO FRICTION! 


Friction cannot accurately be calibrated. 
Therefore Diamond-U eliminated Friction. 





List Price 
$16.50 


MASTER 
GAUGE 


W IT] A REAL MASTER GAUGE 
110 FURNISHED WITH CASE 


NEW -SENSATIONAL 
INSTANT OPERATION 


Consistent Pressure Assured. Instant, Positive Indication. Indicators are easily read and remain out in full 








EFFECTIVE JUNE 1, 1956 


view as long as desired, yet there is no friction. 


Can be used as a Pocket (Hand) Gauge. Made with the Diamond-U popular Double Chuck. Has Replaceable 
Gauge Units. 


The new 110 Diamond-U Master Gauge is the result of years of experimentation and field testing—the very 


ultimate in gauge construction. 


IF NOT AVAILABLE AT YOUR JOBBER—ORDER DIRECT 


CONSISTENT - DEPENDABLE 


Rustproof « Shockproof « Weatherproof ¢ No glass to fog or break. 


FIX IT YOURSELF 


DIAMOND-U PRODUCTS, SOUTH GATE, CALIFORNIA, U.S. A. 
Ask Any User — There’s One Near You! 


PRINTED IN U.S.A. FORM 349 


my ay cr ce ce ce ce cr cc 


DIAMOND-U 





‘110° MASTER GAUGE 


All Master gauges must be CONSISTENT AND DEPENDABLE measuring devices—BUT—at the same time, 
they must be constructed with the following engineering principles as their guide: 


They must be RUGGED. Due to the fact that they are thrown or tossed into a car or truck and hauled 
many miles in inspection work—they are thrown or dropped on concrete driveways and highways—on gravel 
and dirt roads. They cannot successfully use a glass face, due to breakage or of becoming foggy. Small 


hair springs or other delicate parts will not stand such abuse. ANY gauge using such delicate parts (such as 
a bourdon tube type gauge) and called a Master gauge, should not be used under the above conditions, 
BUT, should be placed on a wall board and left there at all times. 


They cannot be built on the principle of friction and maintain dependable readings. First, it is a physical im - 
possibility to measure friction; secondly, normal wear destroys this friction to the point that any semblance 
of dependability is lost to an alarming degree. 


They must be RUSTPROOF—SHOCKPROOF—WEATHERPROOF. 


They must be UNAFFECTED by change in TEMPERATURE or ALTITUDE. 

They must be designed so that they can be read at any ANGLE and at ARMS_ LENGTH or further. 

They must be UNAFFECTED by VIBRATION. 

They must render—CONSISTENT—DEPENDABLE Service, and at the same time, be backed by a GUAR- 
ANTEE AND SERVICE POLICY—NOT just a guarantee against workmanship and material. 


DIAMOND-U Master Gauges do meet, and have met, the above qualifications since 1929. So we say once 
more, “‘THE MASTER SINCE 1929.”’ 100.W 


100-55/100 
100-10/50 






Z 





List Price List Price 
Each Each 
100-W Chuck Washer ............................ .08 402-6 Valve ............... iis at was digwalintipen 14 
N Chuck Nut ..........c.ccciéiccseescsecsees- 22 402-W Washer (2) .....-..--....-..-c---s-00-+- watt oe 
P Chuck Pin ............... spatiticilesitcnckihee ~~ 22 AOD EP Bi eat CR) srk ecccientsicceenesciltinveicn 19 
100—10/50—Gauge Replacement Unit 2.30 100—55 /100—Gauge Replacement Unit 2.30 


DIAMOND-U ——— CONSISTENT ——— DEPENDABLE 


